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Some advantages of installing the datalogger and keeping it online:
1.Real time monitoring: 
Get the health status of the PV plant;
Receive the regularly reminder like daily reports, monthly reports and other free services.
2.Intelligent Operation and Maintenance: 
Get the one-click diagnosis function to easy the troubleshooting;
Support the remote upgrade and parameters setting.
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1 About the user manual 

1.1 Manual description

1.4 Manual usage

Please read this manual carefully before using ShineMaster. At the same time, please keep 

this manual in a safe place so that operators and maintenance personnel can find out. The 

contents of the manual will be continuously updated and corrected. It is inevitable that 

there will be slight inaccuracies or errors in the actual contents. Users should refer to the 

actual product purchased. The latest user manuals can be downloaded from 

www.ginverter.com, and can also be obtained through Growatt's sales or service 

channels. 

1.2 Copyright statement 

1.3 Applicable personnel

1

Dear users, thank you very much for using the ShineMaster data logger (hereinafter 

referred to as ShineMaster) developed and produced by Shenzhen Growatt New Energy 

Co., Ltd. (hereinafter referred to as Growatt). We sincerely hope that this product will 

meet your needs and expect you give more opinions on the performance and function of 

the product. The purpose of this manual is to provide users with detailed product 

information and instructions for installation, operation, and maintenance. 

This user manual is copyrighted by Growatt. Any unit or individual may not excerpt or 

copy part or all of this user's manual without the written permission of the company. It 

may not be transmitted in any form, including materials and publications. Infringement 

must be investigated.
The version of this manual is V1.0. Growatt owns the final interpretation right of this 

user manual. If there is any change in product parameters, appearance, packaging, etc., 

the latest information of the company shall prevail without notice. 

This manual is for professional technicians who install, commission, and maintain the 

ShineMaster and for users who perform daily operations. This manual does not include 

electrical connections for inverters, combiner boxes, weather stations, smart meters, and 

anti-reflux devices, as well as related precautions. If necessary, refer to Growatt's 

corresponding user manual or instruction. 



 Product description 2 

2.1 Device Overview

Fig.2-1

2.1.1 Interface

The interface of ShineMaster, as shown in figure 2-1 above.

The functional description of each interface is shown in table 2-1. 

Item Name  Function

A POWER Power supply port

B KEY Reset button (temporarily unavailable)

C SIM SIM card slot

D ANTENNA  
Antenna, used to receive wireless signals 

(Temporarily not supported)

E LAN
RJ45 port�� Connect Shine ShineMaster to the local 

network area of Shine Server through RJ45 cable

F RS-485  Two-way RS485 interface

2.1.2 Indicator Led

ShineMaster is equipped with seven LED indicators. The status of the ShineMaster can be 

displayed by the LED indicator. As shown in figure 2-1 and table 2-2 above.

Table 2-1
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